8 [‘.00000 ® e
AN

\ Kraftstoff @8
PRIPOJ PALIVA 2x DN8

540

609

500

760

CHLADICI KAPALINA 2x DN25

ZAKLADNI PARAMETRY:
ELEKTRICKY VYKON - 4,8 kW
VYSTUPNI NAPETI - 48V DC
PALIVO - NAFTA

SOUCAST DODAVKY:

EXTERNI TLAKOVA NADOBA

PNOUVI A WN -

Kuhlwasser @25

. GENERATOR FISCHER PANDA AGT-DC 6000 PVMV-N 48 DC
. VCS (VOLTAGE CONTROL SYSTEM)

CERPADLO PALIVOVE PIERBURG 7.21440.51.0
FILTR PALIVOVY S ODLUCOVACEM VODY

PANEL OVLADACT P6 PLUS 12V TYP1 (KABEL 14 M)

ODCHOD SPALIN
DN40

EXTERNI GUMOVE PRVKY PRO MONTAZ GENERATORU
INSTALACNI A PROVOZNI MANUAL
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Projection:

Hlavni tolerance:
General tolerances:}If not indicated otherwise:

ISO 2768- mK

CSN EN SO 5261

Neni-li uvedeno jinak:
Vniténi hrany
Inner edges

Vnéjsi hrany
Outer edges

Zména . C. v. sestavy
Modification Assembly
Material Pozi Méfitk .
Materil Postion ol 1110
R & Hmotnost v k
frount Hmetnost vis 189,000 kg
Datum 25,10.2021 [Schvalil Datum
Nazev Gy Index Listh 1
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